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Double Wind Guard 
Reduces Loss of BTU/HR 

from Breeze or A/C

10,000 BTU Butane Stove
90011

•	ETL Certified
•	For Indoor Commercial Use
•	High-Impact Carrying Case
•	Wind Guard Reduces Loss of BTU/HR from Breeze 

or A/C
•	Automatic Piezo Electronic Ignition
•	 In Line Regulator with Pressure-Sensing Shut-Off
•	Heat Transfer Plate Maintains High Heat Output
•	Boil to Simmer Heat Range
•	Use Only Butane Marked BF1010 (Not Included)

Case Pack: 6
Case Pack Weight: 28.7 lb
Case Pack Dimensions: 13 in x 25 in x 14.2 in 
Case Cube: 2.67 cu ft

15,000 BTU Butane Stove
90019

•	ETL Certified
•	For Indoor Commercial Use
•	High-Impact Carrying Case
•	Automatic Piezo Electronic Ignition
•	 In Line Regulator with Pressure-Sensing Shut-Off
•	Heat Transfer Plate Maintains High Heat Output
•	Boil to Simmer Heat Range
•	Use Only Butane Marked BF1010 (Not Included)

Case Pack: 6
Case Pack Weight: 29.9 lb
Case Pack Dimensions: 13 in x 25 in x 14.2 in 
Case Cube: 2.67 cu ft

Butane Fuel
40062

•	UL Listed
•	Use with Chef-Master Butane Stoves & Torches

Case Pack: 12
Case Pack Weight: 10 lb
Case Pack Dimensions: 11 in x 8.5 in x 8.5 in 
Case Cube: 0.46 cu ft
*HAZMAT

Use with Chef-Master Butane 
Stoves & Torches

Not Included
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