POLAR TEMP ICE MERCHANDISER

REFRIGERATION DATA AND SPECIFICATIONS

R404A system Electronic Temperature Controlled Automatic Defrost System
Also available for use in high ambient conditions except 3/4 HP systems.
* Actual minimum amp draw may vary.

Model HP | Condensing Cap Tube Defrost | Refrigerant | Charge Min. Max.
Unit Cail Heater Type Ounces | Amps* | Volts | Amps
300AD 1/4 119-2022 1 fan .036” x 727 400W 404A 12.5 5.8 115V 15
300ADG 1/4 119-2022 1 fan .036” x 727 400W 404A 12.5 5.8 115V 15
380AD 1/4 119-2022 1 fan .036” x 727 400W 404A 12.5 5.8 115V 15
400AD 1/3 119-2027 2 fan .042” x 74” 600W 404A 13.5 7.0 115V 15
420AD 1/4 119-2022 1 fan .036” x 72” 400W 404A 12.5 6.4 115V 15
420ADG 1/4 119-2022 1 fan .036” x 727 400W 404A 12.5 6.4 115V 15
570AD 1/3 119-2027 3 fan .042” x 74” 600W 404A 14.5 7.9 115V 15
600AD 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.6 115V 15
630AD 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.6 115V 15
630ADG 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.6 115V 15
650AD 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.6 115V 15
650ADG 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.6 115V 15
670AD 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.5 115V 15
670ADG 1/3 119-2027 2 fan .042” x 74” 600W 404A 15 7.5 115V 15
850AD 1/2 119-2032 3 fan .044” x 74” 600W 404A 18 10.3 115V 15
850ADG 1/2 119-2032 3 fan .044” x 74” 600W 404A 18 10.3 115V 15
850AD 3/4 FJAF-0075 | 3fan TX Valve 600W 404A 21 18 115V 20
850ADG 3/4 FJAF-0075 | 3fan TX Valve 600W 404A 21 18 115V 20
1000AD 1/2 119-2032 3 fan .044” x 74” 600W 404A 18 10.9 115V 15
1000ADG 1/2 119-2032 3 fan .044” x 74” 600W 404A 21 10.9 115V 15
1000AD 3/4 FJAF-0075 | 3fan TX Valve 600W 404A 21 18 115V 20
1000ADG 3/4 FJAF-0075 | 3fan TX Valve 600W 404A 21 18 115V 20
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