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223 material handling:� tilt trucks

1⁄2 cuBic yard tilt trucks

No. Color Description
U.S. 
Dimensions

U.S. 
Size

U.S. 
Capacity

U.S.  
Ship Wt/Ctn

Metric 
Dimensions

Metric 
Size

Metric  
Capacity

Metric 
Ship Wt/Ctn Pack

FG9T1300 Bla Structural Foam Tilt Truck, Utility Duty 57.38” l x 26.88” w x 33.88” h 1⁄2 cu yd 450 lb 86.9 lb 145.7 cm x 68.3 cm x 86.1 cm 0.4 m3 204.1 kg 39.4 kg 1
FG9T1400 Bla Structural Foam Tilt Truck, Standard Duty 57.38” l x 26.88” w x 33.88” h 1⁄2 cu yd 850 lb 95.9 lb 145.7 cm x 68.3 cm x 86.1 cm 0.4 m3 204.1 kg 43.5 kg 1

3⁄4 cuBic yard tilt trucks
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U.S. 
Dimensions

U.S. 
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U.S. 
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U.S.  
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Metric 
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Metric 
Ship Wt/Ctn Pack

FG101100 Bla Structural Foam Tilt Truck, Utility Duty 64.5” l x 30.25” w x 38” h 3⁄4 cu yd 600 lb 92.0 lb 163.8 cm x 76.8 cm x 96.5 cm .6 m3 272.1 kg 41.7 kg 1
FG101300 Bla Structural Foam Tilt Truck, Standard Duty 64.5” l x 30.25” w x 38” h 3⁄4 cu yd 1,000 lb 101.0 lb 163.8 cm x 76.8 cm x 96.5 cm .6 m3 453.6 kg 45.8 kg 1

1 cuBic yard tilt trucks
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FG9T1500 Bla Structural Foam Tilt Truck, Standard Duty 70.75” l x 33.5” w x 42.25” h 1 cu yd 1,250 lb 139.1 lb 179.7 cm x 85.1 cm x 107.3 cm .8 m3 566.9 kg 63.1 kg 1
FG9T1600 Bla Structural Foam Tilt Truck, Heavy-Duty 70.75” l x 33.5” w x 42.25” h 1 cu yd 2,100 lb 141.1 lb 179.7 cm x 85.1 cm x 107.3 cm .8 m3 952.5 kg 64 kg 1

FG9T2200 Lid

structural foam tilt trucks
durable molded trucks handle heavy loads with ease.
n	 Durability of modern Structural Foam technology
n	 Ergonomic “steering wheel” handle for better handling
n	 Non-marking casters (FG101100, FG9T1300, FG9T1500 only)
n	 Frameless design supports USDA Meat & Poultry Equipment Compliance
n	 Unibody design promotes a more discreet appearance 

in public areas
n	 Fits through standard commercial doorways 

and onto elevators easily
n	 Optional hinged domed lid available
n	 Available in 1⁄2, 3⁄4, and 1 cu yd sizes
n	 Capacities up to 2,100 lbs

The ergonomically designed “steering 
wheel” handle provides excellent 
handling and maneuvering. 

Specifically designed for controlled 
dumping by one person.

Inset wheel position prevents 
damage to surroundings. liDS

pg. 226

strength and durability
Structural Foam molding eliminates the  
need for a metal frame and provides a 
seamless, leak-proof body that won't  
rust, chip, dent, or peel.

FG9T1600


