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FAUCETS

COMMON FAUCETS FOR KETTLES & BRAISING PANS

NOTE: Washdown hose and pot filler assembly includes backflow preventer.

DOUBLE PANTRY DECK MOUNT FAUCETS

Includes 4" and 12" riser; 
2 temperatures – hot and cold Includes 60" braided SST flex  

hose, rapid fill flexible hose;   
2 temperatures – hot and cold

Includes 4" and 12" riser; 
 2 temperatures – hot and cold

 with increased coverage

Backflow preventer, low flow pre-rinse, spray 
valve with 60" braided SST flex hose; 

2 temperatures – hot and cold

Backflow preventer, low flow pre-rinse, spray 
valve with 60" raided SST flex hose; 

2 temperatures – hot and cold

DBLTS 12NZL
Cannot be used with KDLT, KELT, KGLT Kettles

DBFCTTS WSHDWN
Low flow spray not 

recommended for filling pots

DBLPTS POTFIL
Better for auto tilt products

DBLTS 18NZLJ

DBPTYTS WSHDWN
Suitable for filling pots and cleaning

18" DOUBLE JOINTED 
SWIVEL SPOUT

12" SWIVEL SPOUT BACKFLOW PREVENTER 
AND POT FILLER

FAUCET WITH WASHDOWN HOSE FAUCET WITH WASHDOWN HOSE  
+ 16" ADD-ON FAUCET


